Directional coupler ARAD1 -12
/700 = 2700 m+z

evel (46)

' groADBAND LTE, GSM, DCS, UMTS
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"ll HIGHT MECHANICAL PERFORMANCE

rtions of the support structure, the product can break
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Al RoHs comPLIANT

-"l GOOD BROADBAND FLATNESS

e Accoppiatore direzionale con alto isolamento, buona perdita di inserzione e perdita di ritorno. Facile da installare
utilizzato per coperture interne di sistemi radio telefonici cellulari a banda larga LTE, GSM, DCS, UMTS

e - Directional coupler with high isolation, good insertion loss and return loss. Easy to install used for internal covers of LTE,
GSM, DCS, UMTS broadband cellular phone radio systems

e -Coupleur directionnel a isolation élevée, bonne perte d'insertion et perte de retour. Facile a installer utilisé pour les
couvercles internes des systémes radio de téléphonie cellulaire a large bande LTE, GSM, DCS, UMTS

e - Acoplador direccional con alto aislamiento, buena pérdida de insercién y pérdida de retorno. Facil de instalar utilizado para
cubiertas internas de sistemas de radio de telefonia celular de banda ancha LTE, GSM, DCS, UMTS

TYP. ELECTRICAL DATA

uzioni, deve verificare sempre I'adeguatezza del prodotto stesso alle condizioni operative del sito di insf

Frequency range MHz 700 + 2700

Bandwidth MHz 2000

Impedance Q 50

Frequency MHz 700+1000 1700+2200 2200+2700

Return Loss  (VSWR) dB >-18 (1.28:1) >-18 (1.28:1) >-22(1.17:1)

Insertion Loss (flatness) dB -0.6 (£0.3) -0.7 (+0.5) -0.5(1.3)

Coupling (flatness) dB -12 (+1) -12 (£0.6) -12 (+0.8)

Isolation dB 2-35 2-34 >-36

Connector Nm Max Power 50 w

Nominal temperature °C -40+ +65 Colour black

Dimension (mm) 163x50x16 Weight 0.3 Kg
RETURN LOSS 700 +2700 MHz ISOLATION 700 +2700 MHz INSERTION LOSS 700 + 1000 MHz INSERTION LOSS 1700 + 2200 MHz
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--- In relation to the laws concerning product liability, we notify you that in case you use our antennas in severe operative conditions such as, for example, strong wind, vil

and/or fall down. The person who install the product must be skilled, must know the national security law in force, must follow the product instructions, must check that the product is compatible with the installation site and must control the installation with periodical maintenance.

stesso e/o la caduta a terra. Linstallatore che deve essere altamente qualificato, deve conoscere le normative nazionali di sicurezza in vigore, deve seguire le informazioni contenute nelle nostre i

Updating
010/2020

» ) % J
pe ‘ EPrpe e P ) g
INSERTION LOSS 2200 + 2700 MHz OUTPUT SPLIT 700 + 1000 MHz INSERTION LOSS 1700 + 2200 MHz INSERTION LOSS 2200 +2700 MHz % :é
’ P o \/ ] ’ ! ’ % g’
2 4 . § S
5 b S 3
, . gL
. . ; g
: :

PROTEL reserves the right to amend or modify any time in order to improve designs and P ———
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to supply the best possible product described in this brochure without prior notification. copyright© ANTENNE




